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ITUARTE VALVES
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GATE VALVES - Class 2500#

MODEL 5.2500 N
Size range:2"to 20"

/STAN DARDS \
Design ANSI B16.34 & APl 600
Test API 598
Face to Face dimensions ANSI B16.10
End Flange Dimensions  ANSIB16.5
\Buﬂ-weld Ends ANSI B16.25 /
2o
© Class 2500#
DIMENSIONS AND WEIGHTS
/Size dn A B © D Weigm
inch RF & BW | (OPEN) | (CLOSE) (Kg.)(BW)

2" 38 45] 540 480 | 310 | 125
S 57 578 691 610 [ 380 | 236
4" 73 673 855 760 | 510 | 370
6" 11 914 [ 1152 [ 1003 [ 700 [ 1040
8" 146 1022 | 1532 | 1340 1100| 1700
\IO” 184 1270 | 1720 | 1500 | 1100| 31 OO/

Other Sizes and materials: On request

RF: Flanged. BW: Butt Weld
AVAILABLE OPTIONS:
End, Connection: Flange Raised face, Butt weld, RTJ... N\
STRUCTURE Seat Rings: Threaded (Renewable), Welded
Operation: Handwheel, Gear, Electric, Pneumatic, Hydraulic...
Body: WCB, WC1, WC6, WC9, LCB, LCC, LC3, C5, C12, CF8, CF8M, CF3, CF3M, CF8C|...
MATERIALS

Trims: 13% Cr, 304, 304L, 316, 316L, 321, 347, F-51, Monel... J






