


L

LAZARO
ITUARTE VALVES

reroes Sfvalvospain__ BOLTED BONNET

PISTON CHECK VALVES - Class 900#, 1500#, 2500#

MODEL 7.900 P. Size range:2"to 10"
MODEL 7.1500 P. Size range:2"to 10"
MODEL 7.2500 P. Size range:2"to 10"

Class 900#
DIMENSIONS AND WEIGHTS
/Size dn A B Weight A
[ inch RF & BW (Kg.)(RF)
2" 47 368 230 73 62
o ( S 73 381 255 95 81
=} 4" 98 457 290 145 | 1
6" 146 610 393 320 298
8" 191 737 487 600 525
| ‘\ \ 0" 238 838 535 940 812
N = = =] ©
)\ Class 1500#
= DIMENSIONS AND WEIGHTS
ﬁ 4 /Size dn A B Weight )
inch RF & BW (Kg.)(RF)
A
- 2" 47 368 230 73 51
SR 70 470 305 139 105
4" 92 546 326 240 186
Qu_&//: 6 | 136 705 | 461 | 500 | 385
8" 178 832 610 940 | 816
A .l \10” 222 991 725 1700 1582/
Class 2500#
DIMENSIONS AND WEIGHTS
(si d A B Weight )
/STANDARDS \ i;zcﬁ ! RF & BW (K:-I)(gRF)
Design ANSI B16.34 & BS 1868 o 38 451 075 120 101
fest AP 598 3 | 57 578 345 | 225 | 198
Face to Face dimensions ANSIB16.10 4" 73 673 377 495 378
End Flange Dimensions  ANSIB16.5 4" m 914 492 800 718
\Buﬂ—weld Ends ANSI B16.25 / 8" 146 1022 650 1800 | 1616
\] 0 184 1270 840 3200 2875/
Ofther Sizes and materials: On request
AVAILABLE OPTIONS: RF: Flanged. BW: Butt Weld
End, Connection: Flange Raised face, Butt weld, RTJ... )
STRUCTURE
Seat Rings: Threaded (Renewable), Welded
Body: WCB, WC1, WC6, WC9, LCB, LCC, LC3, C5, C12, CF8, CF8M, CF3, CF3M, CF8C, ...
MATERIALS

Trims: 13% Cr, 304, 304L, 316, 316L, 321, 347, F-51, Monel... J






