











LAZARO
ITUARTE VALVES

et Xfveivospain_ CRYOGENIC SERVICE VALVES

GLOBE VALVES - Class 1500#

/STAN DARDS )
Design ANSIB16.34 & BS1873
Test API 598

Face to Face dimensions  ANSIB16.10
End Flange Dimensions ANSIB16.5
\BUTT—We|d Ends ANSI B16.25 /

Class 1500#
DIMENSIONS

/Size d A B © D E
inch RF& BW | (OPEN) | (CLOSE)

2" 47 3681933 | 900 [ 355
3" 70 | 470 |1075[ 1035 [ 560

4" 92 | 546 560 1125
6" 136 | 705 800 [1315
g" 178 | 832 1000|1720
10" 222 | 991 1200 | 1880
\J2" 263 [1130 1200 | 2010/

RF: Flanged BW: Butt Weld

AVAILABLE OPTIONS:
End Connection: Flange Raised Face, Butt Weld, RTJ... h

STRUCTURE Seat Rings: Threaded (Renewable), Welded

Operation: Handwheel, Gear, Electric, Pneumatic, Hydraulic...
Body: CF8,CF8M,CF3,CF3M,CF8C...

Trims: 304,304L,316,316L,321,347 , Monel...

MATERIALS




LAZARO

ITUARTE VALVES
s fvalvospain, CRYOGENIC SERVICE VALVES
GLOBE VALVES - Class 2500#
a0 " /STAN DARDS )
Design ANSIB16.34 & BS1873
Test API 598

Face to Face dimensions  ANSIB16.10
End Flange Dimensions ANSIB16.5
\BUTT—We|d Ends ANSI B16.25 /

zlq Class 2500#
= B DIMENSIONS
/Size d A B (o D E\
inch RF& BW|(OPEN) [ (CLOSE)
4 » | 38 [451[943] 910 | 355
3 | 57 |s78 560 | 105
o | 73 e 700 | 116
& | m o 800 | 135 /

RF: Flanged BW: Butt Weld

AVAILABLE OPTIONS:

End Connection: Flange Raised Face, Butt Weld, RTJ... h
STRUCTURE Seat Rings: Threaded (Renewable), Welded

Operation: Handwheel, Gear, Electric, Pneumatic, Hydraulic...

Body: CF8,CF8M,CF3,CF3M,CF8C...

MATERIALS

Trims: 304,304L,316,316L,321,347,Monel... )






