











LAZARO
ITUARTE VALVES

rero e Yefvaivospain__ CRYOGENIC SERVICE VALVES

SWING CHECK VALVES - Class 1500#

/STANDARDS \
Design ANSIB16.34 & BS1868
Test API 598

Face to Face dimensions ANSIB16.10

End Flange Dimensions ANSI B16.5 (2"-24")

ANSI B16.47 (30")
Butt-weld Ends ANSI B16.25
o J
Class 1500#
DIMENSIONS
/Size dn A B )
inch RF & BW | (OPEN)
2" 47 368 | 241
3" 70 470 | 280
4" 92 546 | 340
6" 136 | 705 | 424
8" 178 | 832 | 475
10" 222 | 991 559
\J2" 263 | 1130 [ 660 )
RF: Flanged  BW: Butt Weld
AVAILABLE OPTIONS:
End Connection: Flange Raised Face, Butt Weld, RTJ... A
STRUCTURE Seat Rings: Threaded (Renewable), Welded
Operation: Handwheel, Gear, Electric, Pneumatic, Hydraulic...
Body: CF8,CF8M,CF3,CF3M,CF8C...
MATERIALS -
Trims: 304,304L,316,316L,321,347,Monel...

ACCESSORIES Hydraulic Damper, Counter Weight (Lever+Weight)
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CRYOGENIC SERVICE VALVES

SWING CHECK VALVES - Class 2500#

N ]

AVAILABLE OPTIONS:

STRUCTURE

MATERIALS

/STANDARDS \
Design ANSIB16.34 & BS1868
o | Test API 598
\\\\&\W\\\\\: Face to Face dimensions ANSIB16.10
! ' Lk End Flange Dimensions ANSIB16.5 (2'-24")
7 ANSI B16.47 (30")
Butt-weld Ends ANSIB16.25
o J
¥ Class 2500#
DIMENSIONS
/Size dn A B )
inch RF & BW | (OPEN)
2" 38 451 302
3" 57 578 | 363
4" 73 673 | 381
\W} \6 111 | 914 432/
RF: Flanged BW: Butt Weld
A
End Connection: Flange Raised Face, Butt Weld, RTJ... A
Seat Rings: Threaded (Renewable), Welded
Operation: Handwheel, Gear, Electric, Pneumatic, Hydraulic...
Body: CF8,CF8M,CF3,CF3M,CF8C...
Trims: 304,304L,316,316L,321,347,Monel...

ACCESSORIES

Hydraulic Damper, Counter Weight (Lever+Weight)






