factory and headqguarter office is located in the town of AMURRIO,
30 km from the city of BILBAO, north of SPAIN
Materials
l-. ‘ [or

o « Carbon steel for general use: WCB, WCC.

' - * Carbon steel for low temperature; LCB, LCC. L I LAZARO
r » Alloy steel for high temperature: WC6, WC?, C5, C12, Cl2A. £ ,TUA RTE VALVES

+ Alloy steel for low temperature: LC1, LC2, LC3. =2 o

-

+ Martensitic and femitic-martensitic steel for general services:

CA15.CASNM. )_}_ San Sebashan \
« Austenitic stainless steel for general use, high and low H CHIETD :

temperalure comosion resistance: CR8, CHBM, CRC, CF3, Amurrio AB F}

CF3M, CFaC.
& Superaustenitic high alloy for comosion resistance:

CK3MCUN, 254, SMO, 654SMO. " Vitoria-Gasteiz

¢ Duplex alloys: CD4MCU, 531803, 5327460, ABPOGR.4A,
ABPOGR.5A, ABROGR.AA.

® Inconel base alloys: INCONEL §25, CW-6MC,
HASTELLOY B [N-12MV), HASTELLOY ([CW-12MW]), INCOLOY
825, MOMNEL M35.

#* Bronze, Mickelaluminium bronze.
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